
Sovereign® Laparoscopic Monopolar Instruments
Featuring Insulated Metal Handles

 Disassembly

 assembly

1.  Slide the inner metal tube onto the 
jaw insert with its four spring tongues 
towards the working end until the 
tongues snap into place.

5.  Connect the handle with the jaw 
insert ball joint, by depressing the 
black handle buttons on both sides of 
the handle. Continue to depress and 
lift the rear ring of the handle under 
the ball joint of the jaw insert until 
captured by the handle. 
Release the buttons.

4.  Test that the instrument is secured in 
the handle by pulling on the shaft. If 
the shaft pulls out of the handle, then 
repeat step 3 and step 4.

2.  Slide the outer insulation tube as far 
as it will go over the inner metal tube.

3.  Hold the shaft firmly by its tip and pull 
back the handle rotation knob with 
fingers and maintain hold. Fully insert 
the shaft and release the rotation 
knob.

1.  Depress the black handle buttons 
on both sides of handle, continue to 
depress, pull rear ring down to release 
ball of jaw insert. Release the buttons.

2.  Pull back the rotation knob and pull 
out the shaft with other hand. Release 
the rotation knob.

3.  Hold the jaw insert at the tip and 
remove the outer insulation tube.

4.  Hold the jaw insert at the tip and 
remove the inner metal tube.

6.  Test the assembly of the instrument 
by opening and closing the handle to 
ensure the jaw is opening and closing 
with handle movement.
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maintenance:
	 ■  This product can be sterilized in a disassembled or assembled condition
	 ■  For advice on cleaning, disinfection and sterilization, please follow the instructions 

for use found at www.aesculapusa.com/IFU
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Sovereign® Laparoscopic Monopolar Instruments
Featuring Quick-Snap™ Handles

 assembly

1.  Slide the inner metal tube onto the jaw 
insert with its four spring tongues 
towards the working end until the 
tongues snap into place.

5.  Test the assembly of the instrument 
by opening and closing the handle to 
ensure the jaw is opening and closing 
with handle movement.

4.  Hold the shaft firmly by its tip and the 
handle behind the rotation knob. Push 
the shaft into the handle until it locks 
in place and the red ring disappears. 
Note: Do not hold onto the movable 
handle component.

2.  Slide the outer insulation tube as far 
as it will go over the inner metal tube.

3.  If the red ring is not visible, pull the 
rotation knob back. If you are using 
the ratchet style handle, deactivate the 
ratchet by flipping down the red toggle 
switch.

 Disassembly

1.  If ratchet style handle, deactivate the 
ratchet by flipping down the red toggle 
switch.

2.  Pull the rotation knob back until it 
locks into place. A red ring will become 
visible. Once visible remove the shaft 
by pulling the instrument shaft out of 
the handle.

3.  Hold the jaw insert at the tip and 
remove the outer insulation tube.

4.  Hold the jaw insert at the tip and 
remove the inner metal tube.
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maintenance:
	 ■  This product can be sterilized in a disassembled or assembled condition
	 ■  For advice on cleaning, disinfection and sterilization, please follow the instructions 

for use found at www.aesculapusa.com/IFU


